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* Welded Mesh panels can be cut to suit reduced post centres in locations requiring additional support. Refer to Project Drawings.
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1. Gate and end posts to be 65x65x2 galvanized steel section Gate and end posts to be 65x65x2 galvanized steel section to AS 1163. 2. Intermediate posts to be 50x50x2 galvanized steel section to Intermediate posts to be 50x50x2 galvanized steel section to AS 1163.  3. Panels to be fixed to posts using standard galvanized clips Panels to be fixed to posts using standard galvanized clips and galvanized M8 bolts. 4. Galvanizing to AS 1214 and AS 4792.  Galvanizing to AS 1214 and AS 4792.  5. Concrete N25 in accordance with AS 1379 and AS 3600.  Concrete N25 in accordance with AS 1379 and AS 3600.  6. Posts are to be vertical. Raked panels are available for Posts are to be vertical. Raked panels are available for slopes up to 1 in 5.  7. Nuts to be spot welded to bolts as an anti-theft deterent.Nuts to be spot welded to bolts as an anti-theft deterent.
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1. All barbed wire, plain wire, hinged joint fencing, staples and ring All barbed wire, plain wire, hinged joint fencing, staples and ring fasteners to be galvanized to AS 2423.  2. Provide strainer panels at 100 to 140m spacing.  Panels to be Provide strainer panels at 100 to 140m spacing.  Panels to be as for 'End Panels' with an extra 2/3.15mm wire brace as indicated by broken lines.  3. Posts may be tea-tree, split hardwood or sawn timber.  Posts may be tea-tree, split hardwood or sawn timber.  4. Where fences turn 90  adopt an end panel going away in each Where fences turn 90° adopt an end panel going away in eachdirection.  5. Dowels, Grade 250 to AS 3679.Dowels, Grade 250 to AS 3679.
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Galvanized plain wire 3.15mm dia.

AutoCAD SHX Text
Ring fasteners

AutoCAD SHX Text
Intermediate posts 100-125mm dia.
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1.3m wooden hoppers 50 x 25 grooved sawn hardwood
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Strainer posts 125-150 
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Galvanised galvanised clips and galvanised M8 bolts
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Square or circular formwork to be used. Concrete to slope 25 away from post. 
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2.  Control fencing is to be used in rural environments.

AutoCAD SHX Text
Do not use in urban precincts.
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